The Working Group Production, Storage and Transport Safety (GEST) of Euro Chlor, after examination of the documents listed in Appendix 1, declared that the valves manufactured by

DESCOTE S.A.S. - 9, Avenue Jean Jaurès - 69320 Feyzin (France)

As described hereafter:

- Are in accordance with the specification GEST 17/492 version 1 (now being replaced by version 17/492 version 2),
- And are approved for use with liquid and dry gaseous chlorine.

This Approval Certificate is given for the flanged bellow sealed globe valves model(s) (Descote references):

**2100 BAC control valves types 22, 25 and 26**

- Manufactured with dimension DN25 mm to DN150 mm/1 inch to 6 inches,
- According to PN40 and ANSI 300 Lbs,
- And in accordance with the documents listed in Appendix 1, an original of which being filed by Euro Chlor.

Note: the same model(s) and type(s) manufactured according to PN16 and PN25 and class 150 are approved for use exclusively on dry gaseous chlorine.

Euro Chlor keeps the right to cancel this approval certificate in case of infringement of the prescription of the GEST specification 17/492.

DESCOTE

Euro Chlor

Working Group Production, Storage and Transport Safety (GEST)

Mr Jean-Pierre Richer
President

Mrs. Marleen Pauwels
Executive Director

Mrs. Claudia Paarmann
Chairman

Location: Feyzin/France
Location: Brussels/Belgium
Location: Stade/Germany

Date: 01/2021
Date: 20/01/2021
Date: 20/01/2021
LIST OF DOCUMENTS

1. Drawings 2100 BAC control valves types 22, 25, and 26

Drawing 2100 BAC
type 22,25,26

2. Lloyd’s inspection report on the reapproval

Lloyd’s inspection
report