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Body A 352 - LCC / 1.6220, DIN EN 102131 3.1 1

Disc AISI 316 Ti / 1.4571, DIN EN 10272; Stellite 6 or2 3.1 2

Bellows Hastelloy C276 / 2.48193 3.1 3

Bellows ring Hastelloy C276 / 2.48193.1 - 2

Gland follower A 352 - LC3 / 1.5638, DIN EN 102136 - 2

Pin AISI 321 / 1.4541, DIN EN 1008895.2 - 1

Plain washer 140HV-A46.3 - 3

Lower stem AISI 316 Ti / 1.4571, DIN EN 102727 3.1 2

Coupling AISI 316 Ti / 1.4571, DIN EN 102728 - 2

Clamp AISI 304 / 1.43018.5 - 3

Coupling AISI 316 Ti / 1.4571, DIN EN 102728.6 - 3

Yoke A 105 / 1.0460 zinc coated - tlp., DIN EN 100609 - 2

Name plate Gravoxal blue Nr. 60595 - 2

diaphragm type, spring return

Pillar AISI 431 / 1.4057, DIN EN 1027212 - 2

Hexagon nut A194-8M / A4 - 70, DIN EN ISO 3506-212.1 3.1 3

Hexagon nut A194-7L6.2 3.1 3

O-ring NBR 706.5 - 3

Wiper NBR 906.4 - 3

Stud bolt A320-L7 / A193-B7 / 1.72256.1 3.1 3

Packing PTFE15 - 3

Stud bolt A320-L7 / A193-B74.1 3.1 1

Hexagon nut A194-7L4.2 3.1 1

Bonnet gasket Stainless steel / PTFE18 - 3

Holding device AISI 316 Ti / 1.4571, DIN EN 10088-2119 - 3

Countersunk screw A4 - 70, DIN EN ISO 3506-1119.1 - 3

Threaded pin A 182 - F316 / 1.4401, DIN EN ISO 3506-195.3 - 3

= Spare part

Bellows ring Hastelloy C276 / 2.48193.2 - 2

Cylindrical bolt A4 - 70, DIN EN ISO 3506-195.1 - 3

Hexagon nut A2 - 70, DIN EN ISO 3506-295.4 - 3

Hexagon nut X5CrNiMo17-12-2 / A4, DIN EN ISO 3506-28.4 - 3

Seat AISI 316 Ti / 1.4571, DIN EN 10272; Stellite 2124 3.1 1

Clamping device A495.5 - 3

Grooved dowel X8CrNiS18-9 / 1.4305, DIN EN ISO 3506-17.1 - 3

Pneumatic-Actuator Fa. Phönix or other,30 - 3

A 350 - LF2 / 1.0566, 1.0571  *, DIN 17103; Stellite 6

Bonnet A 352 - LCC / 1.6220, DIN EN 102134 3.1 1

H H1LDN P-ActuatorØ D Type

413 12916025 226 EC8MA.0,5

457 12920040 266 EC8MA.1

955 352480150 610 EC9MA.3

457 12923050 266 EC8MA.1

709 20131080 343 EC9MA.2

712 352350100 610 EC9MA.3

119

8.5
12

12.1

8.6

30

9

8
8.4

15

7

7.1

3.2

3.1

3

4

2

24

6

6.5
6.4

6.1

6.3

6.2

4.1
4.2

119.1

181

95

95.2

95.4
95.3

95.5

95.1



*   = A 350 - LF2 / 1.0566, 1.0571  ≥ NPS2
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Body A 352 - LCC / 1.6220, DIN EN 102131 3.1 1

Disc AISI 316 Ti / 1.4571, DIN EN 10272; Stellite 6 or2 3.1 2

Bellows Hastelloy C276 / 2.48193 3.1 3

Bellows ring Hastelloy C276 / 2.48193.1 - 2

Gland follower A 352 - LC3 / 1.5638, DIN EN 102136 - 2

Pin AISI 321 / 1.4541, DIN EN 1008895.2 - 1

Plain washer 140HV-A46.3 - 3

Lower stem AISI 316 Ti / 1.4571, DIN EN 102727 3.1 2

Coupling AISI 316 Ti / 1.4571, DIN EN 102728 - 2

Clamp AISI 304 / 1.43018.5 - 3

Coupling AISI 316 Ti / 1.4571, DIN EN 102728.6 - 3

Yoke A 105 / 1.0460 zinc coated - tlp., DIN EN 100609 - 2

Name plate Gravoxal blue Nr. 60595 - 2

diaphragm type, spring return

Pillar AISI 431 / 1.4057, DIN EN 1027212 - 2

Hexagon nut A194-8M / A4 - 70, DIN EN ISO 3506-212.1 3.1 3

Hexagon nut A194-7L6.2 3.1 3

O-ring NBR 706.5 - 3

Wiper NBR 906.4 - 3

Stud bolt A320-L7 / A193-B7 / 1.72256.1 3.1 3

Packing PTFE15 - 3

Stud bolt A320-L7 / A193-B74.1 3.1 1

Hexagon nut A194-7L4.2 3.1 1

Bonnet gasket Stainless steel / PTFE18 - 3

Holding device AISI 316 Ti / 1.4571, DIN EN 10088-2119 - 3

Countersunk screw A4 - 70, DIN EN ISO 3506-1119.1 - 3

Threaded pin A 182 - F316 / 1.4401, DIN EN ISO 3506-195.3 - 3

= Spare part

Bellows ring Hastelloy C276 / 2.48193.2 - 2

Cylindrical bolt A4 - 70, DIN EN ISO 3506-195.1 - 3

Hexagon nut A2 - 70, DIN EN ISO 3506-295.4 - 3

Hexagon nut A4, DIN EN ISO 3506-28.4 - 3

Seat AISI 316 Ti / 1.4571, DIN EN 10272; Stellite 624 3.1 1

Clamping device X5CrNiMo17-12-2 / A495.5 - 3

Grooved dowel X8CrNiS18-9 / 1.4305, DIN EN ISO 3506-17.1 - 3

Pneumatic-Actuator Fa. Phönix or other,30 - 3

A 350 - LF2 / 1.0566, 1.0571  *, DIN 17103; Stellite 6

Bonnet A 352 - LCC / 1.6220, DIN EN 102134 3.1 1

H H1LNPS P-ActuatorØ D Type

413 1292031 226 EC8MA.0,5

457 1292291 1/2 266 EC8MA.1

962 3524446 610 EC9MA.3

457 1292672 266 EC8MA.1

709 2013183 343 EC9MA.2

788 3523564 610 EC9MA.3
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